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Mounting Instructions   

Retrofitting ErgoMove® to ML-120 
  

 

 

Valid for: Mobile lifter type ML-120 
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1 Drilling tapped holes in the frame 

 

• Drill two M4 tapped holes in the frame at the positions marked in the figure.  

• Mount the two cable fasteners using M4 x 12 countersunk screws.  

• Secure the two cables to the cable fasteners using cable ties. 
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2 Installing M8 rivet nuts in the frame 

 

• Drill four 11 mm holes in the chassis between the steering handle and the lifting mast. 

• Insert one M8 rivet nut into each of the four holes.  

• To do this, preferably mount the drive unit on the bracket and align it so that the grey 

junction box has approx. 1 cm clearance from the rear frame (see arrow in the figure). 

approx.  

1 cm 
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3 Replacing the steering handle 

 

• Remove the steering handle and replace it with the steering handle supplied. 

• Route the cable of the green rotary drive control down through the tube and secure it 

with cable ties. 

  

Rotary drive  

control 



 

5 
MA_BM_ErgoMove-ML-120_EN_26-26.docx 
 

4 Installing the “Blickle” adapter 

 

• Mount the adapters directly to the tube of the steering handle using the two clamping 

strips and the screws supplied. 
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5 Fastening the bracket 

   

• Fasten the bracket using four M8 x 25 pan-head screws (two on each side). 

• Also coil up the cable and secure it to the bracket using cable ties. 

6 Installing the cover plate  

 

• Finally, install the cover plate using three M5 x 10 pan-head screws. 



 

7 
MA_BM_ErgoMove-ML-120_EN_26-26.docx 
 

7 Drawings (Appendix) 

7.1 Drive unit 
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7.2 Complete chassis 
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7.3 Front chassis 
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